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Capitale sociale: Euro 1.000.000

C.F., P.IVA e n. Iscr. Reg. Imprese Parma: IT01720400348
Numero REA: PR - 173914

FR5T SERIES Capillary Hose

WORKING TEMPERATURE: -40°C +120°C
MAXIMUM ALLOWABLE TEMPERATURE: +130°C
SPECIFICATION: EN 1736 AND ISO 13971 CLASS 1, MEET UL1963
REQUIREMENTS

REFRIGERATION
 

HIGH PRESSURE
 REFRIGERANT GAS

TECHNICAL FEATURES

Metric

 

Code inch mm DN mm bar mm g/m

FR5T170* 1/12" 2.1 2 6.0 130 15 27

FR5T270* 5/32" 4.0 4 8.2 130 30 45

 

TECHNICAL FEATURES

Technical-constructive features:
Smooth bore coextruded textile braid capillary hoses DN2 and DN4.  

Applications:
FR5T series hoses have been developed for the commercial and industrial sectors. 

Working temperature:
From -40°C to +120°C  From -40°F to +248°F
Max. working temperature 130°C / 266°F

Working pressure:
Safety ratio 1:3 (EN 1736)

Vacuum rating:
5 mbar

Specifications:
EN 1736 and ISO 13971 class 1, meet UL1963 requirements.

N.B. In the code there is an *, this must be replaced with the color code of the tube: BLACK (N), BLUE (B) or RED (R)
Example: Tube 1/12" black – code FR5T170N

 N : Black   R : Red   B : Blue
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OPTIONAL

Color
 

Cover

Multi-tube
 

Packing

Long Length

NORMATIVE

EN 1736
ISO 13971

For any further information about the optional items, please contact the sales office ()


