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JC5U-2500 SERIES THERMOPLASTIC HOSE - AMERICAN STANDARD

WORKING PRESSURE FROM 175 BAR / 2.500 PSI
HIGH KINKING, TORSION AND FLATTENING RESISTANCE
COMPATIBILITY WITH FITTINGS AND ACCESORIES STANDARD ON
MARKET

WATER HANDLING
 

HIGH PRESSURE
 

WATER

TECHNICAL FEATURES

Metric

 

Code inch mm DN mm bar bar mm g/m Ferrule Code

JC5U67101 1/2" 12.7 13 20.3 175 438 140 296 BP12R7V

JC5U77101 5/8" 16.0 16 24.4 175 438 140 379 BP34R7

JC5U87101 3/4" 19.2 19 29.6 175 438 170 517 BP34JC7

JC5U97101 1" 25.6 25 37.3 175 438 190 780 BP1JC7S

TECHNICAL FEATURES

Reels length:
Availables upon request, up to 350mts.

Technical-constructive features:
Inner core in thermoplastic compound, double braided polyester fiber reinforcement and outer covering in in antiabrasion
polyurethane, pin-pricked, stabilized to UV rays and resistant to hydrolysis for outdoor applications, in environments having
high humidity and saline levels.

Applications:
The JC5U Series hoses have been created for water applications in the high pressure cleaning field.

Working pressure:
from -40°C to +55°C (-40°F to 131°F)

Pressioni d’esercizio:
Safety ratio 1:2.5

Length variation:
+/- 1.5%
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OPTIONAL

Pin-pricking
 

Color

Cover
 

Multi-tube

Packing
 

Long Length

For any further information about the optional items, please contact the sales office ()


